
PHYSICAL & CHEMICAL PROPERTIES

Appearance Colorless to pale 
yellow liquid 

Odor Neutral base with 
fresh fragrance

Odor Threshold N.A. 

pH @20ºC  7.0 - 8.0

Melting Point N.A.

Freezing Point N.A. 

Boiling Point N.A.

Boiling Point Range N.A.

Flash Point >201°F / >94°C

Evaporation Rate N.A.

Flammability Not Flammable

Upper/Lower Flammability N.A.

Vapor Pressure N.A. 

Vapor Density (mm Hg) N.A.

Relative Density @20ºC N.D.

Solubility in Water 100%

Partition Coefficient;  
n-octanol/water N.A. 

Auto Ignition Temperature N.D. 

Decomposition Temperature N.A.

Viscosity N.A.

VOC  <1% (exempt 
fragrance oil)

TDS-FM-CPC0221

Safety: See label and SDS for precautionary instructions before use. Use 
appropriate safety equipment and job site controls during application, 
handling, and disposing. SDS is available online at www.clrpro.com.

www.clrpro.com 5550 West Touhy Ave, Ste. 200, Skokie, IL 60077  •  1-800-323-5497   •   sales@jelmar.com

CLR PRO® COMMERCIAL 
PROBIOTIC CLEANER
DESCRIPTION  
CLR PRO® Commercial Probiotic Surface Cleaner removes tough soils and 
provides 3 days of cleaning power.

DIRECTIONS FOR USE 

1. Shake before use. Turn nozzle to 
“on” position, aim at soil or stain, and 
depress trigger 3-5 times

2. For even better soil and stain removal, 
allow liquid to penetrate 30 seconds

3. Wipe off with a dry clean cloth

TECHNICAL DATA SHEET

• Probiotics remain on the surface for 
up to 3 days 

• Reduces odor 

• 86% bio-based ingredients

• Readily Biodegradable

• Contains no alcohol, phosphates,  
ammonia, or bleach

• Lemon-scented

Product Size Stock #

CLR  PRO® Commercial Probiotic Cleaner 32 oz. FM-CPC32-6PRO
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FEATURES & BENEFITS 

PRODUCT 86%


